Part 9. Excavating, Trenching, and Shoring
Compared With
29 C.F.R. 1926 Subpart P — Excavations

Summary: The significant differences between Part 9. Excavating, Trenching, and Shoring and 29 C.F.R. 1926
Subpart P — Excavations are in:

Locating utility lines

Excavation; consideration of soil types; water; slide hazards

Excavation; obstructions; retaining materials; egress; guarding; heavy equipment
Excavation; angle of repose

Supporting systems; angle of repose; tie backs; tight sheeting; additional bracing
Additional requirements for trench support systems

Benching and sloping

Trenching boxes and shields

e Caisson excavation; employee protection

e  Walkways, sidewalks, roadways

e  Openingns in roadways

e Adjacent structures; protection; design; inspection of shoring, bracing, and underpinning

Return to previous page to see a more detailed OSHA comparison.

Disclaimer:
Documents available from this server were prepared as a courtesy for informal guidance and assistance. This information
is not intended to replace or supercede the actual MIOSHA standard or rule requirement. Please reference the specific
MIOSHA standard or rule for the actual rule requirement language.

All information published online by MIOSHA is subject to change without notice. Every effort is made to ensure that the
information provided at this site is accurate and up-to-date, but no legal responsibility is accepted for any errors,
omissions, or misleading statement.




